
 

 

 

 

 

 

NOTE:  For a period of time prior to the introduction of the new part numbers listed below, vehicles built 
from VIN 5A186201 were built with modified tail lamps to an interim design condition with improved 

venting. These modified tail lamps, although retaining the previous part numbers, are not sub-standard in 

anyway and should not be renewed as all vehicles built post VIN 5A186201 are considered not to be 
susceptible to misting.  
 

 

NOTE:  Repair procedures are under constant review, and therefore times are subject to change; those 
quoted here must be taken as guidance only. Always refer to DDW to obtain the latest repair time.  
 

 

Technical Service 

Bulletin  
No.LM417-001 
02  June 2005

This bulletin supersedes TSB L8764bu/2002  dated 23  March,  which should either be 

destroyed or clearly marked to show it is no longer valid (e.g. with a line across the page).

Subject/Concern:Range Rover (LM) - Water Ingress into Tail Lamps

Models:

Range Rover (LM)     VIN- range: 2A100042-5A186201 

Markets: All 

Section: 417-01

Section: 86

Summary:

A customer may report a concern of misting evident on the inside of the tail lamp lens. 

This bulletin has been re-issued with updates to the part numbers and additional content. 

Cause: The misting is generally caused by natural condensation and can be expected 

under certain atmospheric conditions. Water can enter the lamp via the breather 

tube under extreme conditions. 

Action: On a customer complaint basis only regarding the above, refer to the Service 

Procedure detailed in this bulletin. 

Parts Required:

Description Part Number Quantity

UK, Europe & ROW - Lamp assembly right-hand rear XFB000248 1

UK, Europe & ROW - Lamp assembly left hand rear XFB000258 1

NAS - Lamp assembly right-hand rear XFB500360 1

NAS - Lamp assembly left-hand rear XFB500370 1

Labour Time:

Operation Description Operation No. Time

Lamp assemblies - tail - pair - 

renew
86.40.76 0.30 hours

Repair/Claim Coding:

Causal Part: Lamp assembly

ACES Condition 

Code:
49
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Service Procedure  

Normal condensation is a natural process. Range Rover tail lamps are vented to alleviate 

changes in pressure through a breather vent. Atmospheric air contains water vapor referred 

to as humidity. When this air enters the tail lamp under any circumstance, there is a 

possibility that condensation can occur if the temperature is cold enough. When normal 

condensation occurs, a thin film of mist can form on the inside surface of the plastic lens. 

The thin mist will clear and exit through the vents during normal lamp operation. 

During a period of normal tail lamp operation (approximately thirty minutes) the 

condensation should dissipate as the lamp heats up. 

However, if considerable water droplets still remain on the inside of the lamp lens (Refer 

to the attached illustrations), the lamp should be renewed. If there is evidence of standing 

water within the lamp unit, the unit will also need to be renewed.  

Attached Illustration - E64345 

Unacceptable Levels of Water Droplets 

 

Attached Illustration - E58385 

Unacceptable Levels of Water Droplets 

 

Defect Code: 7J3C

1 . Where a complaint of the above is confirmed, renew both tail lamps. For additional 

information, refer to Global Technical Reference (GTR)   Range Rover (LM)  Workshop 

Manual Section  Lighting,  Lamp assembly - tail (86.40.70). 
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Attached Illustration - E58386 

Unacceptable Levels of Water Droplets 

 

Attached Illustration - E58387 

Unacceptable Levels of Water Droplets 
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